
ED_00006500027393 EPA-7609-0002427 _0001 



ED_00006500027393 EPA-7609-0002427 _0002 



ED_00006500027393 EPA-7609-0002427 _0003 



ED_00006500027393 EPA-7609-0002427 _0004 



ED_00006500027393 

Cumulative Frequency of Hydraulic Conductivity 
Pebble Gold-Copper Project Pumping and Response Test Results 2004-2007 

Low permeability (aquitard) - 1.0E-8 

EPA-7609-0002427 _0005 



ED_00006500027393 EPA-7609-0002427 _0006 



ED_00006500027393 EPA-7609-0002427 _0007 



ED_00006500027393 EPA-7609-0002427 _0008 



ED_00006500027393 EPA-7609-0002427 _0009 



ED_00006500027393 EPA-7609-0002427 _0010 



ED_00006500027393 EPA-7609-0002427 _0011 



SF Koktuli gaging stations 

1200 
sk100f 

1000 

Spring Runoff Fall Rains 

800 

i 
~ 
~ 600 
0 

u::: 

400 

200 

0 

~~ ~~ ~~ 
~; ~; (f 

rl~ Of~o ~90 
rt; "' 

ED_00006500027393 EPA-7609-0002427 _0012 



ED_00006500027393 EPA-7609-0002427 _0013 



ED_00006500027393 EPA-7609-0002427 _0014 



ED_00006500027393 EPA-7609-0002427 _0015 



ED_00006500027393 EPA-7609-0002427 _0016 



ED_00006500027393 EPA-7609-0002427 _0017 



ED_00006500027393 EPA-7609-0002427 _0018 



ED_00006500027393 EPA-7609-0002427 _0019 



ED_00006500027393 EPA-7609-0002427 _0020 



ED_00006500027393 EPA-7609-0002427 _0021 



ED_00006500027393 EPA-7609-0002427 _0022 



Up'-'t~lling 
AtEk;:7C 

ED_00006500027393 EPA-7609-0002427 _0023 



ED_00006500027393 EPA-7609-0002427 _0024 



ED_00006500027393 EPA-7609-0002427 _0025 



ED_00006500027393 EPA-7609-0002427 _0026 


